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Introduction: 
IKO Permaguard M Reinforced Bitumen systems of a versatile range of high performance 
reinforced bitumen membranes that can be used as part of the IKO Permatec hot melt 
waterproofing system for areas such as lift over runs and small plant roof areas.

IKO Permaguard M Reinforced Bitumen systems are to be installed by operatives familiar 
with the installation requirements of reinforced bitumen membranes and who have 
undertaken and passed the IKO Permaguard M product induction course. 
       

IKO Permaguard M Reinforced Bitumen Membrane systems – flow diagram

IKOpro Quick Dry Primer
Bonding primer for torch applied membranes

Application: brush or fleece roller. 
Allow to dry thoroughly

25lt (coverage dependent upon substrate)

IKO Ultra S-A Vapour Control Layer
Self-adhesive Air and Vapour Control Layer for warm roof 

applications
15m x 1m

IKO Ultra T-O Vapour Control Layer
Torch applied Air and Vapour Control Layer for warm roof 

applications
12m x 1m

IKOpro Bonding Agent
Bonding primer for self-adhesive membranes

Application: brush or fleece roller. 
Allow to dry thoroughly
15lt (approx. 60m²/tin)

Combustible substrates
EG timber decks

NON Combustible substrates
EG Concrete decks

Substrate preparation:
All surfaces must be clean, dry and free from grease, oil, dirt and loose material and structurally sound. All areas to which the waterproofing system is to 
be bonded must be prepared and primed accordingly. Uneven surfaces may require suitable preparation to the surface prior to the application of the 
waterproofing.

IKO enertherm GOLD
Rigid PIR Insulation

IKOpro Bonding Agent
Bonding primer for self-adhesive membranes

Application: brush or fleece roller. Allow to dry thoroughly
15lt (approx. 60m²/tin)

IKO Ultra T-0 Underlay
Torch applied underlay

12m X 1m

IKO Ultra H-A Underlay
Self-adhesive Underlay for 
Torch applied cap sheets

15m x 1m

IKO Ultra T-F Underlay
Self-adhesive Underlay for 

Self-adhesive cap sheets
15m x 1m

IKO Permaguard M T-O Cap sheet
Torch applied cap sheet

8m x 1m

IKO Permaguard M S-A Cap sheet
Self-adhesive Cap sheet with 

Hot air welded laps
8m x 1m

IKO enertherm MW
Rigid stone wool Insulation 

(Mineral Wool)

IKOpro PU Adhesive for INSULATIONS
6.5Kg tin (up to 30m²/tin)
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