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IKO Spectraplan SM Stainless Steel Outlets 
Technical Data Sheet 

 
PRODUCT INFORMATION 

IKO Spectraplan stainless steel outlets are pre-formed vertical drop and parapet outlets available in a wide 
range of diameters. They offer a secure hot-air welded solution for rooftop drainage, specifically designed for 
use with IKO Spectraplan membranes. 

 

Description Product Code Outlet 
Drain 
(mm) 

Membrane 
flange (mm) 

Spigot 
Length (mm) 

Vertical Outlet – 70mm 15021070 70 350 x 350 400 

Vertical Outlet – 90mm 15021090 90 350 x 350 400 

Vertical Outlet – 110mm 15021110 110 350 x 350 400 

Vertical Outlet – 110mm/600 15021600 110 350 x 350 600 

Vertical Outlet – 125mm 15021125 125 350 x 350 400 

 

Description Product Code Outlet 
Drain 
(mm) 

Membrane 
flange (mm) 

Spigot 
Length (mm) 

Parapet Outlet – 75mm 58020075 75 350 x 350 400 

Parapet Outlet – 110mm 58020110 110 350 x 350 400 

 

Description Product Code Diameter 
(mm) 

Spigot Length (mm) 

Extension Pipe 75/250 58075250 75 250 

Extension Pipe 75/500 58075500 75 500 

Extension Pipe 110/250 58110250 110 250 

Extension Pipe 110/500 58110500 110 500 

Adjustable Leaf Guard 45100002 260 N/A 

Adjustable Parapet Leaf Guard 45100001 225 x 100 N/A 
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FEATURES & BENEFITS   
• White  
• Stainless steel outlet with factory bonded membrane flange 
• High performance for increased flow rates 
• Efficient and safe installation 
• Suitable for new and refurbishment application 
• Leaf guards and extension pipes available 

HEALTH & SAFETY 

Material Safety Data Sheets are available upon request and can be downloaded from: 
ikogroup.co.uk/resource-centre/  

TECHNICAL SUPPORT 

Advice is available from IKO Technical Services: 
Telephone: 01257 255771 
Email: technical.cc@iko.com 

ACCREDITATIONS 

 
 
 
 
 
 
 

DISCLAIMER 

Whilst every precaution is taken to ensure that the information given in this literature is correct and up to date it 
is not intended to form part of any contract or give rise to any collateral liability, which is hereby specifically 
excluded.   
 
IKO reserves the right to amend and/or withdraw this document without notice.   
 
Intending purchasers of our materials should therefore verify with the company whether any changes in our 
specification, application details, withdrawals or otherwise have taken place since this literature was issued.   
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