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IKO Polimar Seal

PRODUCT INFORMATION
IKO Polimar Seal is a solvent based; fibre reinforced 
acrylic roof coating designed for use as a medium-term 
roof waterproofing system on most roof surfaces. IKO 
Polimar Seal can be applied in all weather and is ideal 
for use in emergency waterproofing situations with the 
capability of providing extended protection. 

USE
IKO Polimar Seal is suitable for application as a 
medium term waterproofing system to most types of 
pitched, barrelled, flat and corrugated roofs as part of a 
complete roofing specification. It is also ideal for use in 
emergency waterproofing.

Description
IKO Polimar Seal is a viscous, thixotropic liquid 
formulated with polyacrylic and alkyd resins in 
combination with dewatering polymers and surface 
wetting agents which allow the product to be applied 
under water. IKO Polimar Seal is reinforced with fibres 
and is applied as a single coating to most roof surfaces 
including asphalt, bitumen, mineral felt, some single-
plys, asbestos cement, concrete and metal surfaces. 

IKO Polimar Seal has excellent long-term adhesion to 
the underlying roof surface making it ideal for cost 
effective asbestos encapsulation. 

PERFORMANCE & COMPOSITION 
Composition: Acrylic
Colour: Grey
General Dimension Data
Tin size: 5Kg & 20Kg

Drying times:
- Touch dry 24hrs
- Dry to foot traffic 72hrs
- Minimum over coating time 24hrs
Volume solids (%) 60
VOC (g/litre) 320

ACCESSORIES 
IKO Polimar dilation fleece Reinforcing Mat designed 
specifically for the treatment of cracks, overlaps, 
expansion joints and edging. IKO dilation fleece is 
embedded into a coat of IKO Polimar Seal over these 
areas. 

IKO Dilation Fleece. 
- Size: 20m x 0.12mm 
- Product code: 00015202

IKO Bridging Tape is an aluminium tape designed to 
be applied to wide joints (1mm+) and to joints where 
significant movement can be expected. IKO Bridging 
Tape is applied before any coatings by removing the 
protective backing and pressing the tape firmly down 
so that bridges the joint, ensuring that the edges of the 
tape are flush with the surface to be coated. 

IKO Bridging tape. 
- Size:  45m x 75mm 
- Product code: MW700206

Product details Product Code

IKO Polimar Seal – 5kg MW00005

IKO Polimar Seal – 20kg MW00006
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INSTALLATION
Storage 
IKO Polimar Seal is flammable and should be stored 
away from sources ignition in original sealed 
containers at a temperature between 5°C 30°C. The 
product has a shelf life of 2 years from date of 
manufacture should be used within this period. 
 
Preparation  
IKO Polimar Seal should only be applied to structurally 
sound areas. Dirt build up, moss and loose material 
should be removed by scraping brushing with a stiff 
bristled brush. Cracks and gaps should be raked 
remove dirt build up. The roof should then be swept 
clean of any dirt debris. Any areas of moss or lichen 
growth should be treated with a fungicidal wash in 
accordance with the manufacturer’s instructions. 
 
Oil or grease contamination should be removed by 
high pressure washing using a detergent solution.  

Standing water should be removed although small 
quantities of water may be allowed to remain without 
affecting the performance of IKO Polimar Seal. Any ice 
on the roof surface should be removed. 
 
After the surface has been prepared and before any 
liquids are applied, any cracks and joints should be 
covered with IKO Bridging Tape as required. Metal 
surfaces should be primed with IKO specified metal 
primer in accordance with the product technical data 
sheet. IKO Polimar Seal can now be applied directly to 
the substrate, no priming is normally required.

The Substrate and air temperature must be above 5°C, 
and frost free.

Installation 
IKO Polimar Seal is a single component material and 
should be stirred before use to incorporate any 
separation.  IKO dilation fleece should be applied to 
any cracks, overlaps or expansion joints requiring this 
treatment, fully embedding the IKO dilation fleece in 
IKO Polimar Seal. IKO Polimar Seal should then be 
applied using a brush. Best results are achieved when 
the product is spread out in a generous coat and 
‘stippled ’into cracks and rough surfaces. 

Note: IKO Polimar Seal is not suitable for application to 
areas which are to be trafficked. Provision for 
application of a designated walkway should be made 
for these areas, contact Technical Services for advice. 
 
Application Rates 
IKO Polimar Seal should be applied at a minimum total 
spreading rate of 1.0 kg/ m² on flat roof surfaces.
Waterproofing details and sloped roofs minimum 
coverage of 0.7Kg/m². To ensure the coverage rate is 
achieved, this must be undertaken over 2 equal coats.

Protection 
In compliance with good roofing practice, completed 
work should be protected from damage, particularly if 
following trades will be working on or over the roof. 

Site Quality Control 
Regular inspection of the work in progress should be 
made to ensure that the work is executed to a good 
standard and in accordance with the specification. 
 
Site Safety 
Guidance given in BS 8000: 1989 and the CDM 
Regulations: 2015 should be followed. Provision 
should be made for adequate scaffolding to ensure the 
safety of operators in accordance with health and 
safety requirements. 
 
Maintenance 
IKO PLC recommends that IKO Polimar liquid applied 
roofing systems are inspected and maintained in 
accordance with the guidelines given in BS 6229. The 
repair of damage to IKO Polimar liquid applied roofing 
systems is by applying a further coating of the original 
product to the damaged area. 

DURABILITY
The IKO Polimar Seal liquid applied system is 
designed to give up to 5 years protection on both flat 
and pitched roofs when used in accordance with IKO 
PLC specification. 

Safety Information 
IKO Polimar Seal is a hazardous product. Wear 
suitable protective gloves and ensure adequate 
ventilation is provided during use. Refer to the Safety 
Data Sheet for IKO Polimar Seal.

DISCLAIMER
Whilst every precaution is taken to ensure that the 
information given in this literature is correct and up to 
date it is not intended to form part of any contract or 
give rise to any collateral liability, which is hereby 
specifically excluded. 

IKO reserve the right to amend and/or withdraw this 
document without notice.

Intending purchasers of our materials should therefore 
verify with the company whether any changes in our 
specification, application details, withdrawals or 
otherwise have taken place since this literature was 
issued.


