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IKO Elite Rainwater Outlets 
Technical Data Sheet – Section 11.00 

 

PRODUCT INFORMATION 

All rainwater outlet components are manufactured from marine 

grade aluminium to give an extensive life expectancy of at least 

50 years. 

 

To ensure ultimate reliability and confidence, the elite rainwater 

outlet range has been rigorously tested to withstand water depths 

surpassing 1m. 

 

The elite range incorporates PVCu pipe connectors, providing an 

airtight seal and thermal break between the outlet body and 

connecting pipework, preventing cold bridging. 

 

Our range of outlets connects to all common PVCu, HDPE and socketless cast iron pipework sizes. 

 

Supplied threaded PVCu pipe connectors are manufactured from BS EN 1329 pipework and are therefore suitable 

for use with pipe wraps and fire collars. 

 

Aluminium is a sustainable material, infinitely recyclable and responsibility sourced. 

 

USE 

Rainwater outlets for use within new build and refurbishment flat roofing, balcony, and terrace applications. Elite 

rainwater outlets, together with ancillary components are suitable for use with IKO Reinforced Bitumen Membrane 

Systems, IKO Permatec LI hot melt system, and IKO flexia liquid applied systems. 

 

These products must be installed by an IKO Approved or Registered Installer. All work must be undertaken in 

accordance with the requirements of the specific information provided with the issued IKO Specification document, 

or guidance documents where applicable.  

 

MAINTENANCE  

For optimum performance rainwater outlets should be inspected and cleared every six months to ensure peak 

operation. 

 

PERFORMANCE & COMPOSITION 

General Data* 

Composition:   Metal  

Form:    Solid cast 

Colour:    Aluminium 

 

* For specific unit data and Product Codes, please refer to rear pages of this document 
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DIRECTIONS FOR USE 

MATERIAL HANDLING  

Checking: Outlets should be checked to ensure that they conform to the project specification. 

Handling: Outlets should be unloaded and handled with care to avoid damage. 

Site Storage: Outlets should be stored in their original packaging, in an area where they will not become damaged.   

 

PRIOR TO COMMENCEMENT  

Any roofing works, inclusive of new installations as part of a new roofing system or refurbishment work at outlet 

positions on existing roofs must always follow good, safe working practice.  

 

Prior to commencing works, it is advisable to consult Health and Safety Executive Guidance documents such as 

HSG33 ‘Health and Safety in Roof Work’, irrespective of levels of competence, to ensure all works are being 

planned and undertaken in a safe, pragmatic manner. 

 

Roof components and enabling works, should only be undertaken by those competent, conversant and capable of 

completing roofing works. 

 

SURFACE PREPARATION 

Please refer to relevant pages of this document for specific information on specified unit. 

 

APPLICATION 

Please refer to relevant pages of this document for specific information on specified unit. 

 

RAINWATER DESIGN 

Rainwater Outlets should be installed at the lowest points of the roof. The size and number of outlets required 

should be determined by rainwater calculations in accordance with BS EN 12056-2:2000 -Gravity drainage 

systems inside buildings. Sanitary pipework, layout and calculation. 

 

Contact IKO Technical for further guidance. 

 

DISCLAIMER 

Whilst every precaution is taken to ensure that the information given in this literature is correct and up to date it is 

not intended to form part of any contract or give rise to any collateral liability, which is hereby specifically excluded.  

 

IKO reserve the right to amend and/or withdraw this document without notice. Intending purchasers of our materials 

should therefore verify with the company whether any changes in our specification, application details, withdrawals 

or otherwise have taken place since this literature was issued. 
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OUTLET PRODUCT INFORMATION 

IKO ELITE DOME GRATE OUTLET 

Use: Primarily suited for use with warm roofs and cold/ uninsulated roof build ups. 

                                                                                  

        System components 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Seal threads with silicone sealant - silicone product code; 58155000. Clear, 310ml tube.  

 

IKO Code 581D0082 581D0110 ** 581D0160 

Pipe connection size (OD) Ø82mm Ø110mm Ø160mm 

A (mm) 377 377 377 

B (mm) 111 136 111 

C (mm) 82 110 160 

D (mm) 255 255 255 

Max flow rate (l/s)* 5 10.7 19 

 

* Flow rates are measured at 35mm head of water for outlets up to Ø110mm and 45mm head of water for 

Ø160mm, in accordance with BS EN 1253-2.  

 

Units in table are supplied with 500mm long threaded PVCu pipe connectors. 

 

** Options to include welded spigot available: 600mm (code: 581D1110), 1000mm (code: 581D2110) 

  

Threaded PVCu 

pipe connector 

Roof outlet 

Dome grate 

Clamping ring 
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IKO ELITE FLAT GRATE ROOF OUTLET 

Use: Primarily suited for use with warm roofs, terraces, walkways and cold/ uninsulated roof build ups. 

 

        System components 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Seal threads with silicone sealant - silicone product code; 58155000. Clear, 310ml tube.  

 

IKO Code 581F0082 581F0110 ** 581F0160 

Pipe connection size (OD) Ø82mm Ø110mm Ø160mm 

A (mm) 377 377 377 

B (mm) 111 136 111 

C (mm) 82 110 160 

D (mm) 255 255 255 

Max flow rate (l/s)* 5 10.7 13.5 

 

* Flow rates are measured at 35mm head of water for outlets up to Ø110mm and 45mm head of water for 

Ø160mm, in accordance with BS EN 1253-2. 

  

Units are supplied with 500mm long threaded PVCu pipe connectors. 

 

** Options to include welded spigot available: 600mm (code: 581F1110), 1000mm (code: 581F2110) 

  

Clamping 

ring 

Threaded 

PVCu pipe 

connector 

Dome grate 

Roof outlet 



 Page 5 of 17 

June 26 

 

  

 

IKO ELITE EXTENDED GRATE ROOF OUTLET 

Use: Primarily suited for use with inverted roofs, green roofs, terraces, podiums, walkways and paved areas. 

 

       System components 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Seal threads with silicone sealant - silicone product code; 58155000. Clear, 310ml tube.  

 

IKO Code 58100082 58100110 58100160 

Pipe connection size (OD) Ø82mm Ø110mm Ø160mm 

A (mm) 377 377 377 

B (mm) 111 136 111 

C (mm) 82 110 160 

D (mm) 255 255 255 

E (mm) 200 200 200 

F (mm) 10 10 10 

G (mm) 255 255 255 

Max flow rate (l/s)* 5 10.7 19 

 

* Flow rates are measured at 35mm head of water for outlets up to Ø110mm and 45mm head of water for 

Ø160mm, in accordance with BS EN 1253-2. 

Units are supplied with 500mm long threaded PVCu pipe connectors. 

Cut down grate to suit requirement. 

  

200mm x 200mm 

grate with screw 

Extension piece 

Clamping ring 

Threaded PVCu 

pipe connector 

Roof outlet 
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IKO ELITE OVERFLOW OUTLETS 

Use: Horizontal overflow outlets. 

 

                                     

IKO Code 581OF063 581OF076 

A (mm) 210 223 

B (mm) 700 700 

C (mm) 63.5 76.2 
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IKO ELITE CAR PARK OUTLET 

Use: Primarily suited for use within car parks applications. 

 

 

 

 

 

 

 

 

 

 

 

 

IKO Code 581CP082 581CP110 581CP160 

Pipe connection size (OD) Ø82mm Ø110mm Ø160mm 

A (mm) 377 377 377 

B (mm) 111 136 111 

C (mm) 82 110 160 

D (mm) 255 255 255 

Max flow rate (l/s) 5 10.7 19 

 

Load rating 1.5tonnes, class K 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  



 Page 8 of 17 

June 26 

 

  

 

IKO ELITE FLAT GRATE BALCONY OUTLET 

Use: Primarily suited for use with uninsulated balconies/ walkways and terraces. 

 

 

 

 

 

 

 

 

 

 

 

 

 

IKO Code 581B0000 

Pipe connection size (OD) Ø76, 72X72, Ø82 and Ø110mm 

A (mm) 234 

B (mm) 196 

C (mm) 77 

D (mm) 45 

E (mm) 82 

F (mm) 110 

G (mm) 158 

Max flow rate (l/s)* 4.7 

 

* Flow rate measured at 35mm head of water 
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IKO ELITE TERRACE GRATE BALCONY OUTLET 

Use: Primarily suited for use with inverted podiums, decking and paved balconies, and walkways. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

IKO Code 581BT000 

Pipe connection size (OD) Ø76, 72x72, Ø82mm and Ø110mm 

A (mm) 234 

B (mm) 196 

C (mm) 77 

D (mm) 45 

E (mm) 82 

F (mm) 110 

G (mm) 158 

H (mm) 150 

I* (mm) 260 

Max flow rate (l/s)** 4.7 

 

* Cut down grate to suit requirement 

** Flow rates are measured at 35mm head of water 

 

Connection to aluminium pipework 

Each balcony outlet is supplied with an EDPM rubber adaptor that allows direct connection to Ø76mm and 

72x72mm aluminium pipework 
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IKO ELITE BALCONY OUTLET 

Use: Primarily suited for use with uninsulated balconies/ walkways and terraces. 

 

                                       
 

IKO Code 581B002 581B0110 

Nominal size (mm) 75 100 

Connection size (mm) 82 110 

A (mm) 230 230 

B (mm) 190 190 

C (mm) 50 50 

D (mm) 265 265 

E (mm) 240 240 

F (mm) 85 85 

G (mm) 260 260 

H (mm) 83 110 

Max flow rate (l/s)** 5 7.55 
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IKO ELITE TWO WAY PARAPET OUTLET 

Use: Primarily suited for use with parapet wall penetration and internal gutters. Outlet can be set horizontal or 

vertical. These outlets are suitable for IKO Reinforced Bitumen Membranes, IKO Permatec LI hot melt systems, 

and IKO flexia liquid applied systems. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

IKO Code 581TW000 ** 

Pipe connection size (OD) Ø110mm 

A (mm) 213 

B (mm) 50 

C (mm) 170 

D (mm) 130 

E (mm) 193 

F (mm) 255 

G (mm) 148 

H (mm) 70 

J (mm) 217 

Max flow rate (l/s)* - horizontal 2.38 

Max flow rate (l/s)* - vertical 7.83 

 

* Flow rate measured at 35mm head of water, performance will dramatically increase if outlets are sumped. E.g. 

100mm sump = 9.8 l/s. 

 

Unit requires 500mm long threaded PVCu pipe connectors - 581AO100 

    

** Options to include welded spigot available: 600mm (code: 581TW110), 1000mm (code: 582TW110) 
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IKO PREFORMED PARAPET CHUTE 

Use: There are two sizes available: IKOPC300 and IKOPC500. These are suitable for IKO Reinforced Bitumen 

Membranes; IKO flexia liquid applied waterproofing and IKO Permatec LI hot melt systems. Aluminium leaf guard 

gratings are also provided where required. 

 

 

 

 

 

 

 

 

 

 

 

 

 

IKO Code 581PC300 581PC500 

Description Parapet chute 300mm Parapet chute 500mm 

Size (mm) 300(w) x 650(d) x 150(h) 500(w) x 650(d) x 150(h) 

Performance flow rate (l/s)* 2.59 4.31 

 

* Flow performance is based on a 35mm head of water. If outlets are located within localised sumps, greater 

performance will be achieved. All flow data stated is based on non-grated deployment. 

 

 

 

 

  



 Page 13 of 17 

June 26 

 

  

 

INSTALLATION 

PARAPET OUTLET – WARM, COLD, & INVERTED ROOFS 

Remove the L shaped membrane clamping flange and stainless-steel grate, wax paper ring from butyl seal ring 

including three foam spacers located within the throat of the rainwater outlet and discard. 

 

Insert the rainwater outlet with pipe adaptor fitted, into the opening and secure with 2 No A2 grade stainless steel 

screws (not provided) into the vertical background. 

 

a) IKO Reinforced Bitumen Membranes: Create a 500mm square skirting from the waterproofing membrane and 

cut a 90mm x 112mm rectangular hole in the middle and place over the outlet body and butyl strips. 

 

b) IKO flexia liquid systems: Dress the waterproofing membrane over the recessed grooves of the outlet body. 

 

c) IKO Permatec LI hot melt System: Prior to the installation, Permaflash-D150 should be bonded in hot IKO 

Permatec LI to the surrounding substrate and onto the flange of the outlet.  

 

Place L shaped membrane clamping flange and grate over the waterproofing membrane, then secure to outlet 

body with 4No male insert bolts. Tighten bolts in a diagonal sequence to ensure even compression. Check 

tightness after 15-30mins and further tighten if required. 

 

For inverted roofs a localised sump adjacent to the outlet should be left within the insulation of approximate 200mm 

x 200mm in size. The void area can be left open or back filled with ballast. 

 

PARAPET OUTLET – PREFORMED CHUTE OUTLETS 

Parapet outlets consist of a body assembly, clamping ring and optional grate. 

 

Prior to the installation of the full IKO Permatec LI hot melt System, Permaflash-D150 should be bonded in hot IKO 

Permatec LI to the surrounding substrate and onto the flange of the outlet.  

 

The waterproofing should be dressed into the body of the outlet; clamping ring is then secured over the 

waterproofing layer with retaining screws provided, to prevent water ingress between waterproofing membrane and 

parapet outlet. The optional grate acts as a guard against airborne debris from blocking the outlet. 

 

COLD ROOFS & CAR PARKS 

Remove the dome/grade membrane clamping ring. Remove the wax paper ring from the butyl seal rings including 

three foam spacers located within the throat of the rainwater outlet, and discard as waste. 

 

Insert rainwater outlet with pipe connector fitted centrally into the structural opening. 

 

a) IKO Reinforced Bitumen membranes: Cut a 500mm square piece of the waterproofing membrane with a 220mm 

diameter hole in the centre and place centrally over the rainwater outlet. Prime. 

b) IKO flexia liquids systems: Dress/apply waterproofing membrane over the recessed grooves of the outlet body. 

c) IKO Permatec LI system: Prior to the installation of the full system, Permaflash-D500 should be bonded in hot 

IKO Permatec LI to the surrounding substrate and into the flange of the outlet.  

 

Place membrane clamping ring over the waterproofing membrane, then secure to outlet body with 4No bolts insert 

bolts. Tighten bolts in a diagonal sequence to ensure even compression. Check tightness after 15-30mins and 

further tighten if required. Attach grating. 
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WARM ROOFS 

IKO Reinforced Bitumen Membranes and flexia liquid: 

The Air and Vapour Control Layer must be cut and sealed around the downpipe opening. 

 

Create a 340mm x 340mm internal dimension timber or other suitable material kerb around the rainwater outlet 

structural opening to the same height as the insulation. 

 

Flashing pieces of the Air and Vapour Control Layer should be dressed over the kerb and sealed to the main Air 

and Vapour Control Layer. 

 

Place rainwater outlet onto the raised kerb, mark and recess the four contact areas so the top of the rainwater 

outlet and insulation are at the same height. Then secure with 4No A2 stainless steel screws (not supplied). 

 

Cut rigid sections of insulation to infill the corners of the timber kerb. 

 

Cut a 500mm square piece of waterproofing membrane with a 220mm diameter hole centrally. 

 

Remove the dome/grade membrane clamping ring. Remove the wax paper ring from the butyl seal rings including 

three foam spacers located within the throat of the rainwater outlet, and discard as waste. 

 

Apply the 500mm square piece of the waterproofing membrane with a 220mm diameter hole in the centre and 

place centrally over the rainwater outlet. 

 

Prime. 

 

Place membrane clamping ring over the waterproofing membrane, then secure to outlet body with 4No bolts insert 

bolts. Tighten bolts in a diagonal sequence to ensure even compression. Check tightness after 15-30mins and 

further tighten if required. 

 

IKO flexia liquid systems only: dress/apply waterproofing membrane over the recessed grooves of the outlet body. 

 

Attach grating. 

 

INVERTED PAVED & GREEN ROOFS 

Remove the membrane clamping ring. Remove the wax paper ring from the butyl seal rings including three foam 

spacers located within the throat of the rainwater outlet, and discard as waste. 

 

Place rainwater outlet body with pipe connector fitted centrally over the opening. 

 

a) IKO Reinforced Bitumen Membranes: Cut a 500mm square piece of the waterproofing membrane with a 220mm 

diameter hole in the centre and place centrally over the rainwater outlet. Prime. 

b) IKO flexia liquid systems: Dress/apply waterproofing membrane over the recessed grooves of the outlet body. 

c) IKO Permatec LI system: Prior to the installation of the full system, Permaflash-D500 should be bonded in hot 

IKO Permatec LI to the surrounding substrate and into the flange of the outlet.  

 

Place membrane clamping ring over the waterproofing, then secure to outlet body with 4 No male/female insert 

bolts. Tighten bolts in a diagonal sequence to ensure even compression. Check tightness after 15-30mins and 

further tighten if required. 

 

Insert the 160mmØ perforated extension into the outlet throat. Place PIR insulation around the perforated 

extension. Cut 160mmØ perforated extension to the required height (level with the finished top layer). 
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Remove perforated extension ring and dress the water run off layer (WFRL) into the insulation void, then reinsert 

the perforated extension ring. 

 

Insert the grate retaining bar through the uppermost perforations so that the threaded fixing hole is central. Place 

the square grating into position and secure with screw provided. 

 

Apply any further roof build up components and dress around the outlet extension ring. 

 

UNINSULATED BALCONIES 

Remove the membrane clamping ring. Remove the wax paper ring from the butyl seal rings including three foam 

spacers located within the throat of the rainwater outlet, and discard as waste. 

 

Insert balcony outlet into the structural opening and secure with A2 grade stainless steel screws (not supplied). 

 

a) IKO Reinforced Bitumen Membranes: Cut a 500mm square piece of the waterproofing membrane with a 135mm 

diameter hole in the centre and place centrally over the rainwater outlet. Prime. 

b) IKO flexia liquids systems: Dress/apply waterproofing membrane over the recessed grooves of the outlet body. 

c) IKO Permatec LI system: Prior to the installation of the full IKO Permatec LI system, Permaflash-D500 should be 

bonded in hot IKO Permatec LI to the surrounding substrate and into the flange of the outlet.  

 

Place membrane clamping ring over the waterproofing membrane, then secure to outlet body with 3No bolts 

provided. Tighten bolts in a diagonal sequence to ensure even compression. Check tightness after 15-30mins and 

further tighten if required. 

 

Place circular grate over outlet and secure with screws provided. 

 

PAVED/ DECKED BALCONIES 

Remove the membrane clamping ring. Remove the wax paper ring from the butyl seal rings including three foam 

spacers located within the throat of the rainwater outlet, and discard as waste. 

 

Insert balcony outlet into the structural opening and secure with A2 grade stainless steel screws (not supplied). 

 

a) IKO Reinforced Bitumen Membranes: Cut a 500mm square piece of the waterproofing membrane with a 135mm 

diameter hole in the centre and place centrally over the rainwater outlet. Prime. 

b) IKO flexia Liquids systems: Dress/apply waterproofing membrane over the recessed grooves of the outlet body. 

c) IKO Permatec LI system: Prior to the installation of the full IKO Permatec LI system, Permaflash-D500 should be 

bonded in hot IKO Permatec LI to the surrounding substrate and into the flange of the outlet.  

 

Place membrane clamping ring over the waterproofing membrane, then secure to outlet body with 3No bolts 

provided. Tighten bolts in a diagonal sequence to ensure even compression. Check tightness after 15-30mins and 

further tighten if required. 

 

Insert perforated extension into the outlet throat then mark the required height and cut down accordingly (5mm 

below finished floor level). 

  

Press square tile grate spigot into the perforated extension. 
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INVERTED PODIUM/ BALCONIES 

Remove the membrane clamping ring. Remove the wax paper ring from the butyl seal rings including three foam 

spacers located within the throat of the rainwater outlet, and discard as waste. 

 

Insert balcony outlet into the structural opening and secure with A2 grade stainless steel screws (not supplied). 

 

a) IKO Reinforced Bitumen Membranes: Cut a 500mm square piece of the waterproofing membrane with a 135mm 

diameter hole in the centre and place centrally over the rainwater outlet. Prime. 

b) IKO flexia liquids systems: Dress/apply waterproofing membrane over the recessed grooves of the outlet body. 

c) IKO Permatec LI system: Prior to the installation of the full IKO Permatec LI System, Permaflash-D500 should be 

bonded in hot IKO Permatec LI to the surrounding substrate and into the flange of the outlet.  

 

Place membrane clamping ring over the waterproofing membrane, then secure to outlet body with 3No bolts 

provided. Tighten bolts in a diagonal sequence to ensure even compression. Check tightness after 15-30mins and 

further tighten if required. 

 

Insert perforated extension into the outlet throat then mark the required height and cut down accordingly (5mm 

below finished floor level). Place specified insulation around the perforated extension. 

 

Press square tile grate spigot into the perforated extension. 

 

IMPORTANT 

Common installation tasks applicable to all installations: 

 

Fit threaded pipe connector into the outlet body as per label attachment to each threaded pipe connector, using 

silicone sealant (SC101) 

 

Fit any structural voids to the underside of the outlet with mortar or insulation as appropriate. 

 

Fit a fire collar or wrap around the protruding plastic pipe against the underside of the roof structure, if the pipe 

projects into the building. 

 

OTHER RELEVENT DOCUMENTATION 

Where applicable, Material Safety Data Sheets (MSDS), Declaration of Performances (DoPs), and Third-Party 

Accreditations are available to view and download from the IKO website Resource Centre: 

https://ikogroup.co.uk/resource-centre/  

 

PRODUCT SUPPORT 

Should you have any queries in relation to this product please contact one of the relevant teams below:  

 

Technical  technical.ab@iko.com 
- For Reinforced Bitumen Membranes, IKOpro and Flexia Liquid Applied Waterproofing, Pitched Roofing, IKO Hyload 

Structural Waterproofing 

  technical.ma@iko.com 
- For Mastic Asphalt 

technical.cc@iko.com 
- For Single Ply and Permatec Hot Melt 

Sales   sales.uk@iko.com  

Marketing  getintouch.uk@iko.com  
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COMPANY ACCREDITATIONS 

IKO PLC, a roofing, waterproofing, and insulation company, holds various accreditations that demonstrate its 

commitment to quality, safety, and environmental responsibility. These include ISO certifications for quality 

management and occupational health and safety, British Board of Agrément (BBA) accreditations for specific 

products and systems, and Factory Mutual (FM) approval for certain roofing systems. 

 

All our manufacturing plants have BS EN ISO 9001, BS EN ISO 14001, BS EN ISO 45001, BES 6001, and PAS 

2080 accreditation, meaning we match the quality and sustainability requirements and use responsibly sourced raw 

materials in our production. We also re-use by-products from manufacture, wrap products in minimal packaging, 

and we employ a streamlined transportation network. 

 

 

 

 

 

 

IKO is also a leading member of all relevant trade associations such as NFRC, BFRA, SPRA, LRWA, MAC, RSTA, 

BJA and LCRIG having technical experts within the technical and standards committees to help us get informed 

first-hand about recent updates on technical requirements for the design and installation of roofing, waterproofing, 

road and bridge maintenance industry products.  

 

 

 

DISCLAIMER 

Whilst every precaution is taken to ensure that the information given in this literature is correct and up-to-date it is 

not intended to form part of any contract or give rise to any collateral liability, which is hereby specifically excluded.  

 

IKO reserves the right to amend and/or withdraw this document without notice.    

 

Intending purchasers of our materials should therefore verify with the company whether any changes in our 

specification, application details, withdrawals or otherwise have taken place since this literature was published. 


